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“Designed by Scientists for Scientists”

Motor & Sensory Test Systems

PRESSURE ANALGESIA METER

Testing induced pain in the rat or mouse paw

PRODUCT OVERVIEW Features & Benefits

The SDI Pressure Analgesia Meter is designed for the Randal &

. " crorme ! o User-selectable pressure rates
Selitto test — a method for determining an animal’s pain threshold

during the application of a uniformly increasing pressure. o Stepper motor automatically increases/decreases pressure
The SDI Pressure Analgesia Meter stimulation unit allows the e Pivoting stand prevents excessive pressure on animal paws
gradual increase (at selectable rates) of pressure being exerted o )

over the animal’s paw. The pressure increase is produced by a o Control unit displays tip pressure throughout the test

stepper motor that controls the progressive advancement of a sliding

support with conical tip that applies pressure to the paw placed on * Foof pedul controls the stimulation unit and activates

the platform below. The motor and tip unit is mounted on a pivoting the motor
stand to prevent excess pressure on the animal’s paw. o Test data is automatically stored in an ASCII file format
The SDI Pressure Analgesia Meter control unit manages the for further unulysis

stimulation unit. The control unit’s digital display reveals the current
tip pressure in grams throughout the course of the test and enables
the researcher to adjust the force transducer, balance and zero the
trial and set the stepper motor speed.

PRESSURE ANALGESIA METER COMPONENTS

The stimulation unit is controlled by a foot switch pedal that * Control Unit

when pressed turns on the motor and moves the stimulation tip e Stimulation Unit with conical tip and stepper motor
down. An automatic system is activated once the distal extreme
of the sliding support track is reached or when the footswitch pedal
is released at the end of the test. After the footswitch pedal is * Power Supply
released, the stepper motor reverses its rotation and the conic ¢ PC interface board
tip slides back up.

* Foot switch pedal

e Cables & connectors
The final pressure value remains on the control unit's digital display « SeDaCom software

until a new trial is started. If the SeDaCom software is used with ‘
the Pressure Analgesia Meter, all data is captured during the trial
and stored in an ASCII formatted file for further analysis.



PRESSURE ANALGESIA METER SPECIFICATIONS

Control Unit
Dimensions
Power Supply
Stimuli Resolution 1 gram

Stimulation Unit

Dimensions
Stimulation Tip Excursion 32mm
Maximum Stimuli 999 grams

310mm x 290mm x 125mm (H) 12.2" x 11.4” x 5" (H)
220/110 volt 50/60 Hz

50mm x 210mm x 125mm (H) 2" x 8.2" x 5" (H)

PRESSURE ANALGESIA METER COMPUTER
REQUIREMENTS

Windows XP/Windows 7 compatible computer system with USB
connection.Minimum disk and memory sizes specified to support
Windows XP/Windows 7 are acceptable.

SDI CONFIGURED COMPUTERS

SDI offers high performance Cobalt™ Configured Computers that
are pre-installed with the Windows® operating system and applicable
SDI software. If required, SDI will pre-install PC Interface cards and
all relevant drivers. Each computer is fully tested with your system
prior to shipment. When your SDI system arrives, all you have to
do is unpack it, attach the cables and begin testing.

FOR MORE INFORMATION

To learn more about SDI behavioral testing systems, please visit
www.sandiegoinstruments.com. If you have any questions or would
like to request a quote please call (858) 530-2600 or email us at
sales@sandiegoinstuments.com.

SDI MOTOR & SENSORY TEST SYSTEMS

¢ Animal Grip Strength System

* Hotplate Analgesia Meter

* Hot/Cold Plate Analgesia Meter
* Rotor-Rod™

* Tail Flick Analgesia Meter

* Pressure Analgesia Meter

San Diego Instruments, Inc.

6295 Ferris Square, Suite A

San Diego, CA 92121

Ph: 858-530-2600

Fax: 858-530-2646
www.sandiegoinstruments.com
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described herein is designed for research and educational purposes and is not intended for
the diagnosis, alleviation, treatment, monitoring or prevention of disease, injury or handicap.

0610-PressureAnalgesia




<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /SyntheticBoldness 1.00
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveEPSInfo true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputCondition ()
  /PDFXRegistryName (http://www.color.org)
  /PDFXTrapped /Unknown

  /Description <<
    /ENU (Use these settings to create PDF documents with higher image resolution for high quality pre-press printing. The PDF documents can be opened with Acrobat and Reader 5.0 and later. These settings require font embedding.)
    /JPN <FEFF3053306e8a2d5b9a306f30019ad889e350cf5ea6753b50cf3092542b308030d730ea30d730ec30b9537052377528306e00200050004400460020658766f830924f5c62103059308b3068304d306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103057305f00200050004400460020658766f8306f0020004100630072006f0062006100740020304a30883073002000520065006100640065007200200035002e003000204ee5964d30678868793a3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /FRA <>
    /DEU <>
    /PTB <>
    /DAN <>
    /NLD <>
    /ESP <>
    /SUO <>
    /ITA <>
    /NOR <>
    /SVE <>
  >>
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


